MILL PROFILE

IMPORTANT: Mill Profile information is to be filled in only once, at the time of joining CAPP. Whenever the mill changes the installed machinery in any item, the profile should be updated BEFORE filling in any quarterly data for CAPP analysis.
[image: image1.jpg]A. Name and Address of the Mill

Company Name

Correspondence
Address

Telephone

E-Mail Address

Website

B. Contact Person Details

Name

Designation

Department.

Landiine

Mobile

E-mail Address





[image: image2.jpg]C. Product Mix Category

Fibre.

Cotton
Man Made Fibres
Both Cotton and MMF

Average Count of Mill

Coarse: Upto 20 Ne
Medium: 20.1 to 40.0 Ne

Fine: 40.1 and above

Doubling

Only single yams, no doubled yarms
Up to 50.0% plied yarns.
More than 50.0% plied yarns

Processing

No processing: singeing or wet
Up to 50.0% Processing

More than 50.0% Processing





[image: image3.jpg]D. Installed Machinery

Department Total No. of Units Installed
Blow Room Scutchers
Cards Machines
Draw Frames [ peliveries
Lap Formers T Machines
Combers Machines
Draw Frames Finisher Deliveries
Speed Frames Spindles
Ring Frames Spindles
Rotors Rotors
Reeling Machines
Non-Auto Winding Drums
Auto Winding Drums
Parallel Winding Drums
O Spindles
Yarn Conditioning Machines
Packing Baling Machines






UNUSED MACHINERY DETAILS

IMPORTANT: Unused Machinery details should be filled for every quarter.
[image: image4.jpg]Unused Machinery Details

IMPORTANT: Please specify all machines at any stage which were not at all used for production
|during the quarter.

Department Total No. of Installed Units not at all used during the Quarter
Blow Room Scutchers
cards T Machines
Draw Frames T peliveries
Lap Formers Machines
Combers T Machines
Draw Frames Finisher | Deliveries
Speed Frames spindles
Ring Frames T spindles
Rotors ~ Rotors
Reeling Machines
Non-Auto Winding T omms
Auto Winding T oums
Parallel Winding Drums
O T spindees
Yam Conditioning Machines

Packing Baling Machines
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